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IN THE CLAIMS 

Amendments to the Claims 

The following Listing of Claims shall replace all prior versions and listing of the claims, 
No new matter has been added. 

Listing of Claims: 

1. (Currently Amended) Measuring equipment for conducting a measurement 
using a cartridge container in which a specimen and a reagent arc injected separately into 
a plurality of vessels, 

the cartridge container being cither a special-purpose cartridge container, which is 
injected separately in advance with predetermined reagents corresponding to items of a 
measurement object and sealed with a sealing material on which an information carrier 
including information relevant to the items of the measurement object of the cartridge 
container is attached, or a general-purpose cartridge container that does not have the 
information carrier and is injected separately with reagents by a moaouror an operator , 
and the equipment comprises; 

carrier identification means for deciding whether an information carrier is 
attached to a cartridge container of a measurement object; 

measurement condition storage means for storing measurement conditions for 
each item of the measurement object in advance : and 
operation control means that 

decides that from an output of tho carrier identification moono whe t her the 
cartridge container of th e m e asurement ob je ct is a special-purpose cartridge 
container or a general purpos e cartridg e container, and whon tho cartridge 
container of th e m e asur e m e nt obj e ct i s a s p e cial - purpooo cartridge container, a 
m e asur e m e nt i s cond tt eted when the carrier identification means decides that the 
information carrier is attached to the cartridge container of Admeasurement 
object, and conducts a measurement according to measurement conditions read 
out from the measurement condition storage means based on the information 
relevant to the items of the measurement object included in the information 
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carrier > whorona when tho cartrideo container of a meaauromQnt ob j ect is a 
g e noral purpose cartridge container, a mea s urement fa conduct e d by outputting pb 
inotruction to ooloct items of the mca o urom c nt ob joct to output means and 
decides that the cartri dge container is a general-purpose cartrid ge 
container when the carrier id entification ftieans decides that the information 
carrier is not attached to th e cartridge container of the measurement object, and 
conducts a measurement bv outputting information relevant to selectable items of 
the measureme nt object so as to allow the operator to select items of the 
measurement object, and reading reads out the measurement conditions from the 
measurement condition storage means for the items of the measurement object 
selected and input from input means bv the operator . 

2. (Original) The measuring equipment according to claim 1 wherein the 
information carrier is an optically readable carrier, and optical read means is disposed in 
means for transferring liquid between the vessels of the cartridge container. 

3. (Previously Presented) The measuring equipment according to claim 1, further 
comprising information read means to read information from a magnetic recording 
medium, wherein the operation control means directs the information read means to read 
measurement conditions recorded in the recording medium and to store them in the 
measurement condition storage means. 

4. (Currently Amended) The measuring equipment according to claim [[1]] 3> 
wherein the measurement condition storage means has a first area where measurement 
conditions for using the special-purpose cartridge container are recorded and a second 
area where measurement conditions for using the . general-purpose cartridge container are 
stored, and 

the operation control means analyzes the measurement conditions read from the 
recording medium by the information read means^ and stores them in the first area when 
the measurement conditions are measurement conditions related to a measurement using 
a special-purpose cartridge container and in the second area when the measurement 
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conditions are measurement conditions related to a measurement using a general -purpose 
cartridge container. 



5, (Original) The measuring equipment according to claim 4, wherein a specific 
identification number for each item of a measurement object is given to the special- 
purpose cartridge container, and when the measurement conditions read from the 
recording medium by the information read means are measurement conditions related to a 
measurement using a general-purpose cartridge container, the operation control mean$ 
gives, as an identification number of a general-purpose cartridge container used for this 
measurement, an identification number in a range that does not overlap with the 
identification numbers given to,the special-purpose cartridge container in a sequential 
order, and stores them in the second area. 



6. (Previously Presented) The measuring equipment 
all reagents and solvents needed for the measurement are injected 
special -purpose cartridge container. 



according to claim 1, wherein 
separately into the 



7. (Previously Presented) The measuring equipment 
a waste vessel is disposed in the cartridge container to store 



8. (Currently Amended) A measuring method for conducting a measurement 
using a cartridge container in which a specimen and a reagent are injected separately into 
a plurality of vessels, 

the cartridge container being either a special-purpos^ cartridge container, which is 
injected separately in advance with predetermined reagents corresponding to items of a 
measurement object and sealed with a sealing material on which an information carrier 
including information relevant to the items of die 'measurement object of the cartridge 



according to claim 1 , wherein 
waste liquid. 



container is attached, or a general-purpose cartridge container that does not have the 
information carrier and is injected separately with reagents by a measurer an operator , 
and the method comprises: 

BEST AVAILABLE COPY 
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deciding whothor that the cartridge container e£4fce> 



measurement objoct is a 
special-purpose cartridge container or a general purpose cartridge contain e r bas e d. on 



wh e ther - on in the case where the information carrier is attached 
of the measurement object, and deciding that the cartridge 



cartridge container in the case where the information carrier is not attached to the 



cartridge container of the measurement object: and 

conducting a measurement in a__manner such that 

when the cartridge container of the measurement object is a special- 
purpose cartridge container, conducting a measurement ■ 
measureme n t op e ration proc e dur e s corre s ponding t6 the information is conducted 



by readingout measurement conditions from a measurement condition storage 



to the cartridge container 
Container is a general -purpose 



means based on the information relevant to the items of the measurement object 



included in the mfonnation carrier, whereas 

when the cartridge container of the measurement object is a general- 
purpose cartridge container, outputting an instruction to s e l e ct it e m s of th e 



m e asurem e nt obj e ct and conducting a measurement 



op e ration proc e dur e s corresponding to th e s e lect e d and input it e m s of th e 
measurement - ebio e t is conducted bv outnutting infolrmation relevant to selectable 



following - mea s reoflyHrt 



items of the measurement object so as to allow the Operator to select items of the 



measurement object jmd_readm^ from the 



measurement condition storage means for the items 



of the measurement object 



selected and input fry the operator , 

9. (Currently Amended) The measuring method according to claim 8, the method 
further comprising: 

separately injecting a predetermined reagent and a specimen into a general- 
purpose cartridge container; 

setting the general-purpose cartridge container as thb measurement object for 
measurement; and 

selecting and inputting items of the measurement object following [[the]] an 
instruction to select items of the measurement object. 
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10. (Currently Amended) A program recording medium that records a control 
program for directing measuring equipment to execute a measurement using a cartridge 
container with a plurality of vessels injected separately with a specimen and a reagent, 
the measuring equipment comprising carrier identification means for deciding whether an 
information carrier is attached to a cartridge container of a measurement object, 
measurement condition storage means for storing measurement conditions for each item 
of the measurement object, and measuring means for conducting a measurement 
according to the measurement conditions, wherein the control program comprises: 

deciding from an output from the carrier identification means whether the 
cartridge container of the measurement object is a special-purpose cartridge container, 
which is injected separately in advance with predetermined reagents corresponding to 
items of the measurement object and sealed with a sealing material on which an 
information carrier including information relevant to the items of a measurement object 
of the cartridge container is attached, or a general-purpose cartridge container that does 
not have the information carrier and is injected separately with reagents by a m e asur e r an 
operator, and 

when the cartridge container of the measurement object is a special-purpose 
cartridge container, conductin g directing the measuring means to_conduct a measurement 
following the measurement conditions read out from the measurement condition storage 
means based on the information relevant to the items of the measurement object included 
in the information carrier, whereas 

when the cartridge container of a measurement object is a general-purpose 
cartridge container, outputting an instruction to select it e ms of th e m e a s urement object 
and conducting a m e asur e m e nt following 4 h e m e asurem e nt oonditions - road out from the 
m e asur e m e nt condition storag e moono corr e sponding to th e it e ms of the measurement 
obj e ct s e l e ct e d and input based on the output information relevant to selectable items of 
the measurement object so as to al low the operator to select items of the measurement 
object, reading out measurement conditions from the measurement condition storage 
means for the items of the measurement object selected and input bv the operator, and 
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directing the measuring means to conduct a measurement following the measurement 
following the measurement conditions read out . 

11. (Currently Amended) The [[A]] program recording medium accordingjo 
claim 10, wherein the that rec ords a control program further comprises: 

for dir e cting m e asur e m e nt e quipm e nt to stor e m e a s ur e ment condition s in 
m e asur e m e nt condi tion storag e m e ans of th e m e asuring equipm e nt th e m e asuring 
e quipm e nt compri s ing th e- m e asttromont condition otomge - fflocms-for storing 
measurement oonditions - for - eaoh item of a measurement object and us e s a cartri dge 
contain e r including a plurality of vessels injected separately with a specim e n and a 
reagent, and th e control program compris e s: instructing input of measurement conditions 
in the measuring equipment: 

d e ciding directing the measuring equipment to decide whether the input 
measurement conditions to ho stored are measurement conditions related to a 
measurement using a special-purpose cartridge container, which i s inj e ct e d se parately in 
advance with pr e det e rmin e d r e agents - corresponding - to it e ms of a m e asurement obj e c t 
and ge flle d- with a sealing mat e rial on which on information carrier including inform - at i ott 
rel e van t- to the oortridg e container is attached, - or measurement conditions related to a 
measurement using a general-purpose cartridge container; that does not hav e th e 
information carrier and is injoctod separat e ly with reagents by a ~m e as urer7 and 

based on the decision result, storing the measurement conditions to different areas 
of the measurement condition storage means. 

12. (Original) The program recording medium according to claim 1 1, wherein a 
specific identification number for each item of the measurement object is given to the 
special-purpose cartridge container, and 

when the input measurement conditions are measurement conditions related to a 
measurement using a general-purpose cartridge container, the control program gives, as 
an identification number of a general -purpose cartridge container used for this 
measurement, an identification number in a range that does not overlap with the 
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identification numbers given to the special-purpose cartridge container in a sequential 
order, and stores them in the measurement condition storage means. 

13. (Previously Presented) The program recording medium according to claim 11, 
wherein the measurement conditions are recorded in a magnetic recording medium, and 
the control program inputs the measurement conditions from magnetic information read 
means equipped in the measuring equipment. 
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